KOTZIN 
CS23202RA 





KOTZIN 
CS23282RA 



2/9 



218 



200 



220 HO 



AUDIO 






CIRCUITRY 




A J 





231 



MESSAGE RECEIVER 
AND STORAGE DEVICE 



212 

2_ 



290 



DISPLAY 



WAN 
MODULE 



! PROXIMATE 
DEVICE MODULE 

J 

295 
2/4 



KEYPAD 



2J2 
224 



SIM 



SENSOR 



210~\ 



I 



229 



222 



202 



FRAME 
GENERATOR 



I 



234 



TRANSMITTER 



MICROPROCESSOR 



209 
'I 



204 



ROM 



20S 

3 



EEPROM 



207 
1"! 



RAM 



226 



SYNTHESIZER 



RECEIVER 



22S 



L 1 ^_ j 

206 



>227 



KOTZIN 
CS23282RA 



3/9 




ESTABLISH COMMON LINK 
WITH SECOND DEVICE 



FIG. 4 



KOTZIN 
CS23202RA 





KOTZIN 
CS23202RA 




KOTZIN 
CS23202RA 



6/9 



902- 



FIRST DEVICE 
INITIATES CALL 
BY TRANSMITTING 
TO BASE STATION 



THE BASE STATION 

TRANSMITS A 
WAN ASSIGNMENT 
MESSAGE TO THE 
INTENDED RECIPIENT 
DEVICES TO SET UP 
THE CALL 



PROXIMATE DEVICES 
MONITOR AN ASSIGNED 
CHANNEL OR PREDETERMINS 
CHANNEL FOR THE AUDIO 
FROM THE ORIGINATING DEVICE 



FIG. O 



KOTZIN 
CS23292RA 




KOTZIN 
CS23202RA 



819 



1102 



1ST DEVICE TRANSMITS 
CALL REQUEST 



1104 



BASE STATION TRANSMITS 
CALL CHANNEL ASSIGNMENTS TO 
ALL INTENDED RECIPIENT DEVICES 



1106- 



1108- 



BASE STATION TRANSMITS 
1ST DEVICE UPLINK INFO 
TO PROXIMATE DEVICES 



PROXIMATE DEVICES TUNE 
TO RECEIVE OR MONITOR 
UPLINK FROM 1ST DEVICE 
DIRECTLY 



F'ZCr. 11 



KOTZIN 
CS23202RA 



919 



START LINK 
ESTABLISHMENT 
ALGORITHM 



I 



1204 



START RANDOM 
PRE-TRANSMIT TIMER 


^1206 


«* — 1 


jL 1208 


IS \J 




^PRE-TRANSMIT ^ 





TIME 0 



,YES 



1210 



START TRANSMIT 
INTERVAL TIMER 



I 



SWITCH TO RECEIVE 
MODE TO MONITOR 
FOR MSG ACK OR REQ 



1212 



1214 



1220 



1226 




FIG. 12 



